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F8 PWM

4-Pin PWM fan with standard case

Description ~ Technical data ~ Gallery ~ Support ~ Accessories
Fan Type
Performance Fan Speed:
Air Flow:
Noise Level:

Electrical Characteristics Typical Voltage:

Start-up Voltage:
Cable Length:

Voltage

12V DC (Norminal)
7V DC

5V DC

Motherboard: +12V DC
PWM control signal
4-pin socket

Connection
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EUR 5.99 £ Sy

https://www.arctic.ac/eu_en/arctic-f8-pwm.html
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Recommended Products

=

Smart Charger 8000
Charge 5 USB Devices at Once

EUR 34.99 m

z2
Dual Monitor Arm with 4-Port USB Hub

EUR 89.99 m

-2

Z2-3D
Desk mount Monitor Arm

EUR 119.99 m

Fluid Dynamic Bearing

PWM [3%]

31 CFM/52.7 m¥%h (@ 2,000 RPM)
0.3 Sone (@ 2,000 RPM)

12V DC
5.5V DC (@ 100% PWM)
400mm
Current
20% PWM 100% PWM
0.04 0.14
0.03 0.08
0.02 0.06
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Size & Weight

80 mm

wuwi 0g

Standard 80 mm fan holes

Packaging & Box Content

3

rZ 26 mm

F8 PWM Rev.2 Scl

Warranty
Yea
Limited
Warranty
Shipping Information Item Number: AFACO-080P2-GBAO1
UPC: 0872767006706
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